
EC100IR

Features Specifications

•  All product specifications are subject to change without notice

•  Models vary in different countries. Please visit EverFocus regional websites for detailed ordering

information

•  Lens models and availbility vary in different regions

Camera
Resolution 700TVL
Pickup Device 1/3" Sony Super HAD II Color CCD
Video Format NTSC/PAL
Image Pixels 976x494 (NTSC)/ 976x582 (PAL)
Lens 3.6mm
Viewing Angle 75°
Sensitivity 0 Lux (IR LED On)
Electronic Shutter 1/60 ~ 1/100,000 sec
Video
Video Output VBS 1.0V p-p 75Ω
Day & Night Day/Night with ICR
S/N Ratio More than 50dB
IR LEDs 24 LEDs
Noise Reduction 3D DNR On
Gamma Correction 0.45
Gain Control On (Range 4-30dB)
DNR 3D-DNR
General
Weather Resistant Indoor
Power Source 12VDC
Power Consumption 1A with IR On
Operating Temperature 14°F~122°F / -10°C~50°C
Operating Humidity 30% - 90%
Dimensions 8.25" x 5.5" x 2"
Weight 450g / 0.99 Lbs.

Dimensions

 1/3" Sony Super HAD II Color CCD

 High 700TVL Resolution

 3D-DNR for Superior Noise Reduction

 24 IR LEDs

 Full Metal Cover with Polycarbonate Glass

 Corner Mounted Camera is Suitable for Elevators,

Prison Cells, etc.

700TVL Corner Mount Camera


