
Unit : mm  (Inch) *

DIMENSION    SPECIFICATION          

FUNCTION         

CTP-TV19TE

HD
2.1M ICR DAY & NIGHT IP67

Anti IR
S

·
·
·
·
·
·
·
·
·
·

 

TVI SOLUTION
1/2.9" 2.1MEGAPIXEL CMOS IMAGE SENSOR
FULL HD 1080P
2.8~12mm VARIFOCAL LENS (ICR)   
36 IR LEDs
0.2Lux (F1.2)         
ICR FILTER CHANGE FUNCTION    
ANTI IR SATURATION
DC 12V (±10%)     
ALSO AVAILABLE IN WHITE: CTP-TV19TE-W     
    
      
      

IMAGE SENSOR
EFFECTIVE PIXEL

SCANNING SYSTEM
SYNCHRONIZATION

HORIZONTAL RESOLUTION
VIDEO OUTPUT
S/N (Y SIGNAL)

MIN. ILLUMINATION
IRIS ADJUSTMENT

LENS
ELECTRONIC SHUTTER

OSD LANGUAGE
BACKLIGHT COMPENSATION

DAY & NIGHT
D-WDR

AUTO GAIN CONTROL
WHITE BALANCE

PRIVACY MASKING
DNR

SMART IR
LSC

GAMMA
DEFOG

DIGITAL ZOOM
DEAD PIXEL COMPENSATION

SENS-UP
MOTION

DIGITAL EFFECT
COMMUNICATION

IR LED
INPUT VOLTAGE

POWER CONSUMPTION
OPERATING TEMP. / HUM.

STORAGE TEMP. / HUM.

OFF
AUTO (1~16) ADJUSTMENT

EXT
N/A

AUTO (1~5) ADJUSTMENT
AUTO
OFF
N/A
ON
OFF
0.45
N/A
N/A
N/A
N/A
OFF
OFF
N/A

36 PCS
DC 12V (±10%)

IR OFF : 130mA (MAX) / IR ON : 400mA (MAX)
-10℃~ +50℃ / MAX 90% RH
-20℃~ +60℃ / MAX 90% RH

AUTO (1/30~1/10,000)                             
 

AUTO (1/25~1/10,000)                           

DESCRIPTION NTSC PAL
1/2.9" 2.1MEGAPIXEL CMOS IMAGE SENSOR

1930 (H) × 1088 (V)
PROGRESSIVE

N/A
1080P

TVI
MORE THAN 50dB

0.2Lux (F1.2)
AUTO

2.8~12mm VARIFOCAL LENS (ICR)

1080P HD-TVI IR EYEBALL CAMERA


