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PHOTO INDICATION

PRODUCT  SPECIFICATION

Data Switch

PPSW-1101 PLANET GS-4210-24PL4C 
24-Port Gigabit 802.3at Managed PoE Switch

 1 RJ-45 Type Console
 2 Gigabit 802.3at PoE+ Ports

  3    Gigabit TP / SFP Combo Ports

1 2 3

PPSW-1101
• Device
Original Manufacturer Planet
Original Model Name GS-4210-24PL4C

• Hardware

Network Connector 4 x 100/1000Base-X SFP slots (100/1000Mbps dual mode and DDM);
28 x 10/100/1000Base-T RJ-45 Auto-MDI/MDI-X ports (24 ports with 802.3at / af PoE injector function)

Power Requirements AC 100~240V, 50/60Hz, auto-sensing
Power Consumption 544 watts (max.) / 1856.2 BTU
Dimensions (W x D x H) 440 x 300 x 44.5 mm
Rack Size 1U height
Weight 4.8 kg

• Power over Ethernet
PoE Standard IEEE 802.3af, IEEE 802.3at, PoE+ 
Max. PoE Power Output per Port 56V DC, 30.W
Power Pin Assignment and Polarity 1/2 (+), 3/6 (-)
PoE Power Budget 380 watts (max.) @ 50°C

• Network

Protocol & Service

Port Mirroring, VLAN, Link Aggregation, STP / RSTP / MSTP, IGMP (v2/v3), MLD (v1/v2), Access Control List, QoS, 
SNMP (v1/v2c), IEEE 802.1X, RADIUS / TACACS+, IP-MAC Port Binding, MAC Filter, Static MAC Address, 

DHCP Snooping / DHCP Option82, STP BPDU Guard / BPDU Filtering / BPDU Forwarding, DoS Attack Prevention, 
ARP Inspection, IP Source Guard

Remote Access Web browser, Telnet
Security SSH, SSL, SNMP v3

• General
Operating Temperature  0°C ~ 50°C
Storage Temperature  -20°C ~ 70°C
Humidity  5 ~ 95% (non-condensing)
Approvals FCC Part 15 Class A, CE

Package Contents PoE Switch x 1, Quick installation Guide x 1, RS232 to RJ45 Cable x 1, Rubber Feet x 4, 
Rack-mount Accessory Kit x 1, Power Cord x 1, SFP Dust Cap x 4


