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Features
• Cable Management Ports
• Scratch resistant fused epoxy finish
• 12 gauge cold rolled steel construction
• Fasteners included
• Special togglers for attachment to metal stud walls included

1/4-20 x 2 1/2" phillips
screw, washer & toggler

Architects Specifications:
The Triple Stud Wall Plate shall be a Peerless model           and shall be located where indicated on the plans. It shall be
constructed of 12 gauge cold rolled steel. It shall include special togglers for attachment to a metal stud wall and 1/4-20 x 1/2"
screws and washers for attachment of a Peerless PLA series TV Wall Mount to the Triple Stud Wall Plate. The finish shall be
scratch resistant Black, White, or Silver Fused Epoxy. Assembly and installation shall be done according to instructions
provided by the manufacturer.
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MODELS: WSP 724, WSP 724S, WSP 724W, WSP 724-GB, WSP 724-GS,
WSP 716, WSP 716S, WSP 716W, WSP 716-GB, WSP 716-GS,

1/4-20 x 1/2" phillips
screw and flat washer

Note: Twelve fasteners provided. Refer to instruction sheet for
quantity of fasteners to use for specific mounting application.

1/4-20 x 1/2" phillips
screw and flat washer

PLA60, PLAV60, PLAV70

PLA50
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WSP 724, WSP 724S, WSP 724W,  WSP 724-GB, WSP 724-GS,
WSP 716, WSP 716S, WSP 716W, WSP 716-GB, WSP 716-GS

Bottom View
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WSP 724, WSP 724S, WSP 724W,  WSP 724-GB, WSP 724-GS
Front View
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CL

ALL DIMENSIONS:

UNLESS OTHERWISE SPECIFIED

NOTES:

= CENTER LINE

MATERIAL: 12 GAUGE COLD
ROLLED STEEL

WSP 716, WSP 716S, WSP 716W, WSP 716-GB, WSP 716-GS
Front View

INCH
MM

CL

MODELS: WSP 724, WSP 724S, WSP 724W, WSP 724-GB, WSP 724-GS,
WSP 716, WSP 716S, WSP 716W, WSP 716-GB, WSP 716-GS,

WSP 716, WSP 716S, WSP 716W, WSP 724, WSP 724S, WSP 724W
WSP 716-GB, WSP 716-GS WSP 724-GB, WSP 724-GS

Weight 16.5 lb (7.48 kg) 25.4 lb (11.520 kg)
Shipping weight 20.4 lb (9.25 kg) 30.9 lb (14 kg)
Maximum Load Capacity 200 lb (90.72 kg) 200 lb (90.72 kg)
Shipping Carton L = 35.50 in (902 mm) L = 49.50 in (1257 mm)
dimensions W = 22.25 in (565 mm) W = 17.75 in (451 mm)

H = 4.50 in (114 mm) H = 5.25 in (133 mm)

Stud Centers 16 in (406mm) center 16" (406), 20" (508) and
24" (610) centers
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