HD-TVI1080P/720P/960H DVR
TV 800 Series

«4/8/16 CHHD-TVI Video Input (Auto Detect: 1080P/720P/Analog) «Dual Stream Technology to work with Various Network Environment
«1080P /720P / 960H(WDT1) Hybrid Live & Playback « Multi-User Log-in with Individual Privillages

«User Friendly True Color GUI Menu «HDMI & VGA Simultaneous Monitor Output (up to 1080P)

« Multi-Mode Recording: Continous, Motion, Manual (override) «PTZ Presets, Tours, and OSD Menu: up to 128 Presets and 8 Tours

« Various Search Feature: Time, Calendar, Event (Motion) « Mobile Viewer: Smart Phones (Superlive Pro) Tablets (Superlive HD)

« Archiving options: USB, IE Browser, and CMS «HD Video over Coax up to 1000ft without a repeater, and up to 500ft over
«Pentaplex Live, Record, Playback, Backup, and Full Remote Operation UTP Cable with Passive HD-TVI Baluns

«DHCP, DDNS, PPPoE Network Protocol, |E Browser and CMS Supported «Backward compatible with existing Analog, 960H, and 1000TVL Cameras




SPECIFICATION

CTPR-TV804 CTPR-TV808 CTPR-TV816
Compression Standard H.264 High Profile
CPU Cortex A9
(OS] Embedded Linux
Input BNC x 4 \ BNC x 8 BNC x 16
Output HDMI & VGA : 1920 x 1080
Input RCAXx 1
Output RCAx 1
Communication 2 Way Audio
Resolution 1080P (1920x1080), 720P (1280x720), 960H (960x480)
720P 120 fps (NTSC) 240 fps (NTSC) 480 fps (NTSC)
Frame 100 fps ( PAL) 200 fps ( PAL) 400 fps ( PAL)
RELS 1080P 60 fps (NTSC) 120 fps (NTSC) 240 fps (NTSC))
50 fps ( PAL) 100 fps ( PAL) 200 fps ( PAL)
Bitrate 1M~ 6 Mbps
Encode VBR/CBR
Quality 6 Level
Mode Manual, Timer, Motion
File Manager Lock, Unlock, Reserving Time
Playback 4 CH \ 8 CH
Search Time, Motion, Single or Multi-Channel
Function Play, Pause, FF, FB, Digital Zoom
Mode Motion, Video Loss
Input N/A
Output N/A
Triggering Record, PTZ Preset, E-mail
Interface RJ45 Ethernet
Protocol TCP /1P, UDP, DHCP, DNS, PPPOE, DDNS
Users 10 Users Online, Dual Stream
Application Smart Phones (Superlive Pro) Tablets (Superlive HD) : Android & Apple OS
Function Multi-Channel Display, Grouping, Server List, Playback, PTZ
HDD SATA X 1 \ SATA X 2
RS485 RS485 x 1
USB USB 2.0 x 2, Mouse & Backup
IR Controller Optional
Power Supply DC12V (2A) \ DC12V (3A) DC12V (4A)
Dnanslons 255 * 210 * 42 mm 300 * 270 * 58 mm
Work

Environment

-10 C ~ 50 C, 10 % ~ 90 % Humidity

DIMENSION

* Design and specifications are subject to change without notice.

CTPR-TV804 / CTPR-TV804 CTPR-TV816
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