
25-Pair Telco Cable
ICPCSTMMxx*
Male to male, 50-Pin Telco 
connectors, CAT 3 Telco cable
*xx = 05, 10, 15, 25, 50, 75, 100 feet in length
Note: To order 100 ft. use 00 for xx 

25-Pair Telco Cable
ICPCSTFFxx*
Female to female, 50-Pin Telco
connectors, CAT 3 Telco cable
*xx = 05, 10, 15, 25, 50, 75, 100 feet in length
Note: To order 100 ft. use 00 for xx 

25-Pair Telco Cable
ICPCSTFMxx*
Female to male, 50-Pin Telco 
connectors, CAT 3 Telco cable
*xx = 05, 10, 15, 25, 50, 75, 100 feet in length
Note: To order 100 ft. use 00 for xx 

25-Pair Telco Cable
ICPCSTMBxx*
Male 50-Pin Telco connector to
blunt, CAT 3 Telco cable
*xx = 05, 10, 15, 25 feet in length

25-Pair Telco Cable
ICPCSTFBxx*
Female 50-Pin Telco connector
to blunt, CAT 3 Telco cable
*xx = 05, 10, 15, 25 feet in length

Telco Patch Panels
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This installation instruction is designed for the following part numbers:

ICC Voice Grade Telco Patch Panels 
ICC’s new Telco-style 24 and 48-port patch panels consisting of 2 and 4-wire RJ-
45 USOC-wiring scheme are ideal for PBX phone systems.  Each patch panel
connects to 24 or 48 RJ-45 patch cords on the front and link phone system with
50-pin Telco connectors on the back.  

Each 50-pin male Telco connector comes with fastening strap that is seated in a
socket to secure 25-pair cable for either 90 or 180-degree exit.  Each patch
panel also features front write-on labeling area for port identification.

Purchase accessories for performance and value!
ICC recommends the following accessories below for fast and easy installations.

Item Number No. of Ports Height Conductor

ICMPP24T2C 24 1.75” 8P2C

ICMPP48T2C 48 3.50” 8P2C

ICMPP24T4C 24 1.75” 8P4C

ICMPP48T4C 48 3.50” 8P4C
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Labeling Area

Rear Telco Connector



Installation Instructions

Step 1: 
Loosen cable fastening strap without detaching it from
metal bracket and remove dust cover from male Telco
connector.

Step 2: 
Insert female Telco connector into cable fastening strap.

Step 3: 
Plug female Telco connector into male Telco connector.

Step 4: 
Tighten cable fastening strap to secure the connectors.

Male Telco Connector

Cable Fastening Strap

Female Telco Connector

Connectors are angled to
improve cable management

25-Pair Telco Cable
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Front View

Rear View

Wiring Chart 8P2C Wiring Chart 8P4C
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