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Monitors
19”, 22”, and 27” LED Monitors

ZM-L Series
Features:

• Full HD LED 1080p Resolution 

• 16:9 HD widescreen format 

• 250 / 300 nit brightness

• HDMI, VGA, and BNC input

• Convenient key controls for functional set-up and multi-language OSD

• Easily detachable base for wall mount

• 100mm x 100mm VESA mount
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ZM-L Series                  19”, 22” and 27” LED  Monitors

■   Specifications
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Models ZM-L19 ZM-L22 ZM-L27

Panel

Screen Size 19" (48.3cm) 21.5" (54.6cm) 27" (68.6cm)

Pixel Pitch 0.294mm x 0.294mm 0.248mm x 0.248mm 0.311mm x 0.311mm

View Angle (H/V) 170°/160°

Contrast Ratio 1000:1 (typ)

Aspect Ratio 5:4 16:9

Response Time <5 ms

Brightness 250 cd/m² (typ) 300 cd/m² (typ)

Resoution 1280 x 1024@60Hz 1920 x 1080@60Hz

Display Color 16.7 Million

Video System NTSC / PAL

Scanning Frequency
31 ~ 80 kHZ (H)
56 ~ 75 H (V)

Inputs

HDMI In 1

VGA In (15 Pin D-Sub) 1

BNC In/Out 1/1

Additional

OSD Language English / French / Spanish / German / Italian / Portuguese / Dutch

Tabletop Stand Built-in

Color / Housing Black / Plastic

VESA Mount 100mm x 100mm (BS M4 x 10mm screw)

Remote No Yes

Power
Source 100 ~ 240 VAC 12VDC 12VDC

Consumption < 30 W < 40 W

Dimensions W x H x D (with stand)
422 x 388 x 195 (mm) 542 x 368 x 207 (mm) 647 x 447 x 219 (mm)

16.6" x 15.3"x 7.7” 21.3" x 14.5" x 8.1" 25.5" x 17.6" x 8.6"

Weight Net (with stand) 7.9 lbs (3.6 kg) 8.8 lbs (4.0 kg) 10.4 lbs (4.7 kg)

Operating 
Temperature

32° ~ 104°F (0° ~ 40°C)

Certifications UL, FCC, RoHS


