
Maximum distance between camera and remote controller ( Recommended maximum cable length):

    RG-59/U (3C-2V) :  623 ft (190m)

    RG-6/U (5C-2V) :  1148ft (350m)

OSD Control : Up, Down, Left, Right

Battery life : Approx. 5 hrs when power is on. ( Energizer CCR2025)  

Sleep mode: After 45 seconds or unplug coax.  

Ambient temperature range: 14°F to 122 °F

RC-ISD2012  Remote Control Unit  User Guide
For ISD-A14,ISD-A15, ISD-A33, ISD-A35

Specifications

 7nstall the 3V ba8ery (CR2025) before use.

Case dimension:  H 80mm x W 55mm x T 6mm

How to use

Press PWR key to turn on the remote controller. 

Then 7ndicator lights up. 7f it blinks, replace the battery. 

Press arrow keys to select desired options in SETUP MENU. 

Press PWR key again to display SETUP MENU on the monitor screen.  

(Note: The remote controller will automatically turn off if not in use for 

more than 45 seconds.) 

Press ENT key to confirm your selection. 

Operating Control

When you finish all the settings, press EXT key on the remote controller or 

use Exit bar on the screen menu in order to save your settings.

Press ENT key to confirm your selection. 

Below keys are for future use only

OSD Up Arrow

OSD  Left Arrow OSD  Right Arrow

OSD  Down Arrow

Auto Focus

Focus  Near  Focus Far

Zoom  7n   Zoom Out 
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