
• 5 Megapixel Resolution (2592 x 1944)
• Fixed Lens
• True Day/Night 
• 60’ IR Range with EXIR Technology
• Indoor Only 
• Up The Cable (UTC) Function 
• 12VDC Only Operation 

ULT-C5PAN: 5 Megapixel Indoor Panoramic, 1.1mm

Model Number ULT-C5PAN
Image Sensor 5Mega Progressive Scan CMOS
Min. illumination 0.01 lux @ (F1.2, AGC ON), 0 lux with IR
Shutter time 1/12.5s ~ 1/20,000s
Lens 1.1 mm
Day & night IR cut filter with auto switch
Video Out 1 HD-TVI BNC Out
Audio In Built-in Mic
Audio Out 1-ch BNC Output, (Output Impedance: 1KΩ)
Frame rate 12.5fps@2592 x 1944
Max.image resolution 5Mega, 2592 x 1944

Operating conditions -20 °C ~ 60 °C (-4 °F ~ 140 °F) humidity 90% or less 
(non-condensing)

Power supply 12 VDC +/- 15%
Power consumption Max, 5.5W
Communication OSD (UTC Control) via DVR
IR range Max 60ft.
Dimension θ4.7″x2.14″
Weight .77 lbs (600g)

ULT-C5PAN 
5 Megapixel TVI, Indoor Panoramic Camera, 1.1mm, Built-in Mic, 
12VDC
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