
• 2 Megapixel 1080p (TVI/AHD/CVI) Resolution

• All-in-One Technology (TVI/AHD/CVI/Analog 960h)

• Fixed Lens 

• Day/Night

• D-WDR

• Up The Cable (UTC) Function 

• Indoor Only 

• Sens-Up Option (x30 max)

• 12VDC Only Operation 

• Through InVid Tech DVR:   
Free App, CMS & MAC Client

Ordering Information 
PAR-ALLSMOKE: 2 Megapixel Smoke Detector Housing, 3.7mm, White 
(Smoke Detector Is Non-functioning)

Pick Up Device 1/2.9" 2.2 Mega Pixels CMOS

Picture Elements 1920(H)X1080(V)

IP Rating IP55

Signal System NTSC/PAL

Min Illumination 0.001Lux

S/N Ratio ≥52dB

Lens 3.7mm Pin Lens, FOV: 74°

Angle of View 74°

3D/2D ON

SENS-UP ON, 2x-30x

White Balance ATW

Back Light Compensation OFF

DWDR ON/OFF

OSD With UTC Signal(DVR Control OSD)

Video Output HD-TVI/HD-AHD/HD-CVI/CVBS

Default Video Output TVI

Power Supply DC12V ±10%

Current Consumption 95mA(MAX)

Dimension Ø4.92” x 2.13” (Ø125 x 54mm)

Weight 10.58oz (300g)

Storage Temperature -22° ~ 140° F (-30° ~ 60°C)

Operating Temperature -22° ~ 104° F (-30° ~ 40° C)

PAR-ALLSMOKE
2 Megapixel TVI/AHD/CVI/CVBS, Indoor Covert Smoke Detector 
Housing, D-WDR, 12VDC
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