
1080P HD-TVI/EX-SDI IR BULLET CAMERA
TRUE D&N (ICR)
2.8~12mm MP MOTORIZED AUTO-FOCUS LENS (AVC-BA92AVT-(W))
2.8~12mm (DC AUTO-IRIS) MP VF LENS
DC12V (AVC-BA91VT-(W))
DC12V/AC24V (AVC-BA92VT-(W) / AVC-BA92AVT-(W))
48 IR LED's
HEATER & THERMOSTAT
IP68 WATERPROOF RATING

1/3" MEGAPIXEL CMOS 2.4MP

CTP-BA91VT-(W)
CTP-BA92VT-(W)

CTP-BA92AVT-(W)
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1.Test Video Cable 2. L-Wrench 3. Drywall / Concrete 
    Anchor x 4

4. Mounting Screw x4 6. Owner’s Manual

A 
B
C

GUIDE PATTERN

C
B

A

5

5. Screw Hole 
    Template 
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3. Firmly insert included drywall /

D concrete anchors 





PROGRESSIVE

CVBS : 1.0Vp-p, 75Ω composite

TVI & SDI(1080P(30P)/ 720(30P)/ 720 CROP(60P))

More than 52dB

0.02Lux (SENS-UP x32)

ALC / ELC

2.8~12mm (DC AUTO-IRIS) MP VF LENS

2.8~12mm MP MOTORIZED AUTO-FOCUS LENS (ICR)

NTSC : OFF/AUTO/FLK/MANUAL(1/30 ~ 1/30,000)

PAL : OFF/AUTO/FLK/MANUAL(1/25 ~ 1/25,600)

ENG/CHN/CHN[S]/JPN/KOR

OFF /HLC/BLC/WDR 

AUTO/AUTOext/PRESET/MANUAL

COLOR/BW/EXTERN/AUTO

LEVEL(0~10)Adjustment

On / Off (Programmable 16 zones)

OFF/LOW/MIDDLE/HIGH

OFF/LOW/MIDDLE/HIGH

OFF/LOW/MIDDLE/HIGH

0FF/ X2~X32

4 AREA

OFF / V-FLIP / MIRROR

LIVE DPC

UTC

48pcs

DC 12V(±10%) / AC 24V DUAL VOLTAGE

THE INTERNAL TEMPERATURE. OFF : 20º / ON : -20º

HEATER OFF DC IR OFF : 210mA (MAX) / DC IR ON : 430mA (MAX)

HEATER ON DC IR OFF : 330mA (MAX) / DC IR ON : 560mA (MAX)

HEATER OFF AC IR OFF : 200mA (MAX) / AC IR ON : 330mA (MAX)

HEATER ON AC IR OFF : 310mA (MAX) / AC IR ON : 450mA (MAX)

-10ºC ~ +50ºC / MAX 90% RH

-20ºC ~ +60ºC / MAX 90% RH

1/3" MEGAPIXEL CMOS 2.4MP

1956 (H) × 1266 (V)














