
CON-BTSPEAKER32
Bluetooth Speakerphone, Omni-Directional with 32’ 
Radius from Microphone. Connect the My ConnectBoard, 
PC & Mobile Phone

CON-BTSPEAKER32: Bluetooth Speakerphone

Microphone
Type 6-Element Array,Omnidirectional
Voice Pickup Range 5m(Radius)
Frequency Range 150Hz ~7.5kHz
Speaker
Sound Channel 1
Output Power 1×5W
Maximum Sound Pres-
sure Level 85dBSPL@0.5m,1kHz

Distortion ≦1% @1W,1kHz
Signal to Noise Ratio ≦75dB
Frequency Range 150Hz~16kHz
I/O ports
USB Type-C 1(Audio IN/OUT+Charge 5V/2A)
AUX 3.5mm 1(Audio IN/OUT)
Button 6
LED Indicator light Power /Volume/Button
Battery
Battery capacity 7.4V/2200mAh

Battery charging
Wired: 5V/2A
Wireless: 5W(optional)

Continuous working time 8h (Voice communication with the maximum volume)
Bluetooth
Version BT4.2+EDR
Operating Frequency 2.4GHz
Operating Distance 10m

USB dongle
Supports audio input and output
Compatible with Windows, Mac system

Physical Specification
Dimension(Diameter 
×Height) 120×36.5mm

Dimension(package) 
L×W×H 225×158×50mm

Net Weight 390g
Gross Weight 692g
Accessory
USB Type-C Cable ×1
Audio Cable ×1
USB Dongle(Bluetooth) ×1
Environmental Condition
Operation Temperature 0℃~40℃
Operation Humidity 10%~90%RH
Storage Temperature -20℃~60℃
Storage Humidity 10%~90%RH
Altitude Below 5000 meters
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